
EBZFP810 
Facial Device (IP66)

Visible Light Facial, Palm & 
RF Card Verification Device 

FEATURES

 5" Touch Screen•
 Visible Light Facial Recognition•
 Anti-spoofing algorithm against forms of print attack (laser, •

   color and B/W photos), videos attack and 3D mask attack
 Multiple verification methods: Face / Palm / Card / Password•
 Supplement light with adjustable brightness•
 2 Meters recognition distance•
 Extra wide angle recognition of both Face and Palm•

Capacity

Communication

Hardware

Face Recognition Speed

Working Temperature

Working Humidity

Dimensions

Power

Faces: 10,000   l   Palm: ,000   l   Card: 10,000    l   Transactions: 200,0003

TCP/IP, Wi-Fi (Optional), Wiegand Input / Output, Rs485

1GHz Dual Core CPU, 1G RAM / 8G Flash, 2MP WDR Low Light Camera, Adjustable LED 

Supplement Lighting, Rain Cover (Optional)

≤ 0.5s per face

-30°C ~ 60°C

10% - 90%

103.83mm x 212.41mm x 50.60mm (W x H x D)

Voltage: DC 12V, Current: Max. 3A

SPECIFICATIONS

The EBZFP810 Facial device enables fast and accurate 
facial or palm verification of individuals, and also caters 
for RF Cards or Passwords. It boasts an IP-66 waterproof 
rating.
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